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• Finished width = total width - 1 cm
measure the width above and at the bottom – take the smallest size (in mm)

• Finished height = total height  - 1 cm (fabric till the tablet)
   - 2 cm (fabric till the ground)

  measure the height at the left and the right side – take the smallest size (in mm) 

In this case the roman shade must be larger and higher than the 
opening of the window (the mounting must eventually happen 
with wall brackets). 

Please always indicate the finished sizes, considering a sufficient 
overlap in the width and the height.

    Please note that the height of the packet when the roman shade is pulled up is ca. 30cm so that there 

    is no problem with the opening and closing of the window or the door. 

There is a stricter European legislation regarding interior sun protection products (EN 13120). 
This together with 2 other regulations protecting children from strangulation with cord or chain loops. 
(EN 16433 and 16434)

All our blinds are conform to the European “Child Safety” standards

Measurement1

Mounting in the window opening

Mounting outside the window opening

Please always indicate the finished sizes. When you mention nothing, the mentioned sizes are always 
considered the finished sizes.
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• Available with chain operation.
• The roman shades are standard delivered with an aluminium bottom

bar 20 x 6 mm and fiberglass tubes of 6 mm. If you desire
something else, please indicate it on the order form.

• Max. pulling up capacity 7 kg.
• Wall brackets are also available (surcharge 2,50 / piece).

• Only available with cord operation.
• Max. pulling up capacity 2 kg.
• Mounting with universal brackets.

Ultima

Mars

Extrema

• Available with chain operation or electric (battery motor & 230V).
• The roman shades are standard delivered with an aluminium bottom
  bar 20 x 6 mm and fiberglass tubes of 6 mm. If you desire 
  something else, please indicate it  on the order form.

Types of roman shade systems2

Undercharge: 27,00 / roman blind

63 mm

60 mm

10 mm

22,5 mm

32,5 mm

31,5 mm

Minimum and maximum dimensions: see p.9

Minimum and maximum dimensions: see p.9

Minimum and maximum dimensions: see p.9
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Tunnels are stitched in the fabric at a regular distance (ca. 30cm) 
and provided with tubes. By doing so, the roman shade has a tight look. 
When the roman shade is closed, the segment division stays visible. 
When the shade is pulled up, the folds fall per segment over each other. 

With plain fabrics, the tunnels are provided at the back of the roman 
shade.  With dessin fabrics, the tunnels are provided at the front 
of the roman shade. If you desire it differently, you can indicate  
your choice on the order form. (without surcharge)

The look is the same as confection 2, but there are only rings 
per 2 tubes. The advantage of this is: 
- The packet is thinner when the blind is totally pulled up.
- There are no more folds in the parts  themselves,

so there will be any discoloration of these folds.

When the blind is totally pulled up, the packet will 
always be 15cm higher than confection 2.

The tunnels are provided standard at the back of the roman shade. 
If you wish the tunnels at the front side, you can indicate it 
on the order form. (without surcharge)

Confection 3

Confection 2 (standard)

Types of confection3

A flat fold exists of an upper and bottom profile. On these profiles 
we fix a roman shade fabric without battens or a roller blind fabric. 
Standard the fabric is finished with Velcro at the top and bottom.

Prices see page 19 - 20

Flat folds
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With the non-transparent and screen fabrics the last segment of the shade is a half segment. 
The cords are in this case not fixed on the bottom bar  but on the last tube. When the roman shade is pulled 
up, the back of the fabric is exposed to the outside and not the beautiful side of the fabric. In this way, 
the front of the fabric is not exposed to the solar light and the discoloration of the fabric is avoided. (= sun flap)

Non-transparent fabrics

With transparent fabrics, all segments are equal. (= no sun flap)

Transparent fabrics

BACK OF
ROMAN SHADE

PULLED UP
ROMAN SHADE

The cords are fixed on 
the bottom bar.

BACK OF
ROMAN SHADE

PULLED UP
ROMAN SHADE

The cords are fixed onto
the last tube.

Sun flap
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When several roman shades with different heights are mounted next to each other, it is essential to mention 
it. Only in this way we can assure you the alignment of the tubes. Therefore, the last segment can be smaller 
or larger than the previous. The segmentation is always calculated on the highest roman shade.

If , as on the picture, the last segment of one of the roman shades is smaller than a half segment, 

we cannot make a sun flap or only an insufficient sun flap.

To solve this we propose to align the tubes as much as possible for the roman shades with different heights 

which are hanging next to each other. Only the last segment will be different in height, but it will be a sufficient 

sun flap.

In this way, not all the tubes are aligned but the front of your fabric is not exposed to direct sunlight. If you 

prefer this finishing, please note ‘with sun flap’ in the field ‘Remarks’ on our order form. If this is not mentioned, 

we apply the standard finishing.

front side: 
roman shades with different heights.

Several roman shades with different heights next to each other
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The width of the fabric is indicated on the sample of each fabric. This is also the maximum width of your 
roman shade (to reduce with 14cm necessary for the hemming of the fabric) without seams. If the roman 
shade is wider than the maximum width of your fabric, then there will be seams. For aesthetic reasons 2 
vertical seams are provided. When you ask us to sew seams, when confection without seams is possible, 
we will charge 40 / roman shade.

Roman shades with transparent fabric are always confectioned without seams. If seams should occur, 
they are hidden in the tunnels of the roman shade.

The roman shade can be provided with a lining as a protection against possible discolouration, as a nicer 
finishing of the backing of your roman shade or to obtain a black-out effect. You can indicate your choice 
on the order form. By the additional weight of the lining, this is only possible in combination with a system 
with chain or electric operation. 
You can chose between:

seams

= minimum distance from the seam 
to the side of the roman blinds = 15 cm

Prices roman shades with lining, see price list page 14, 17 and 18.

Non-transparent fabrics

Transparent fabrics

1 WINDOW
1 SYSTEM

1 WINDOW OR 2 WINDOWS
2 SYSTEMS

seams

Finishing4

Lining

Seams

white or ecru lining coloured lining

Corsaro Corsaro

Sultana (standard) Dim-out (Good Night)

Thermic Dim-out FR (Safe Night)

Dim-out (Good Night)

Black-out

Devil FR

Dim-out FR (Safe Night)

Black-out FR

Surcharge of 10% on the price with lining

Surcharge of 10% on the price with lining
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height of shade 
(cm)

confection 2
(cm)

80 ± 20,8

100 ± 24,2

125 ± 24,2

150 ± 24,5

175 ± 25,1

200 ± 25,8

225 ± 26,6

250 ± 28,2

275 ± 28,8

300 ± 29,5

325 ± 30,3

350 ± 31,1

375 ± 31,9 

400 ± 32,8

Packet when pulled up

The mentioned packet heights are pure indicative and not binding.
The height of the packet especially depends on: 
• the height of the shade
• the number of segments
• the used type of system

The height of packet with confection 3 is always ± 15 cm

higher than the values mentioned here beside.

Packet

Height of packet5
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sizes
(cm)

tolerances

width (mm) height (mm)

0 - 100 ± 3 ± 3

100 - 200 ± 6 ± 6

200 - 300 ± 8 ± 8

300 - 400 ± 10 ± 10

400 - 500 ± 14 ± 14

The confection of fabrics combined with their technical characteristics influence these tolerances.

** 250 cm in combination with a transparent fabric.

min. 
width

(cm)

max. 
width

(cm)

max. 
height

(cm)

max.
kg

Mars 35 350 300 2

Ultima 35 350 350 7

Elite 35 350 350 7

Extrema 50 450 410 10,5

Elite battery motor 62 250 200** 3,5

Extrema battery motor 73,5 350 350 10

Extrema 230V * 450 410 15

*minimum width Extrema electric

Diaz (cm) Somfy (cm)

With switch 230V 54,5 54,5

With remote control 230V 66,5 58,5

Minimum and maximum 
dimensions

Tolerances

6

7
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• As fabrics react on a change of temperature and humidity, folds in the fabric can arise.

• Fabrics can always vary some millimetres in width or height. As result, the lateral seams may show some

concavity or bulging.

• Light folds and irregularities in the fabrics are normal and accentuate the natural character of the fabric.

Thin and flexible fabrics are less stable and will not always hang in a tight way.

• Stitched seams are always visible and can also cause some folds.

• The samples can slightly vary from the real fabrics by different tints of colour. We are not responsible for

possible differences in colour tints which can happen between already existing and new made

roman shades.

• The fabrics have an international shrink tolerance of 2% to 3%. In general, polyester fabrics will shrink less.

On the samples of the fabric you can find the cleaning prescriptions. 
You have to follow them. If not, each form of warranty is expired.  

We do advise professional cleaning.

Characteristics of fabrics

Cleaning

Characteristics of fabrics
and cleaning symbols
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