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Roller Blinds

R55 Heavy Duty Electric 230v AC
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R55 Heavy Duty  
Electric 230v AC
Features:
The R55 electric roller blind with a 230v AC 
motor as standard. White plastic covered, 
metal brackets for face or top fixing with 53 or 
70mm grooved aluminium barrel, depending 
on blind size and fabric weight, housing a 
powerful 230v AC motor. The motor is 
controlled by a switch which may be surface or 
flush mounted (not supplied as standard). The 
fabric is locked into a groove in the barrel and 
features a white Tear Drop aluminium bottom 
bar as standard.

Benefits:
The R55 offers a premium roller blind for 
situations where strength and ease of use are 
paramount. Its quiet and reliable motor is 
housed within the barrel and supported by 
sturdy metal brackets. The fabric is locked 
into the barrel and bottom bar in such a way 
that, although it cannot be pulled out, it may 
be slid out sideways for easy repair or 
replacement of blind cover. A large number of 
control options are available, including 
remote control and home automation 
systems enabling the specifier to integrate 
the window shading element into an overall 
scheme of electrical control systems.

Options:
Alternative bottom bars in aluminium, 
including fabric covered; Tear Drop aluminium 
bottom bar in black or silver; Wire side-
guiding system; Remote and/or group control 
systems.

Specification:
R55 heavy duty electric roller blind with 230v 
AC motor. Slim motor is housed within 
aluminium barrel supported by metal 
brackets with white plastic covers. Flame 
retardant fabric from the range, locked into 
grooved 53/70mm aluminium barrel along 
with white Tear Drop aluminium bottom bar 
as standard.
 
Please refer to NBS Plus N10 240.

Standard Bottom Bar Featured

Roller Blind Specification Guide

Model Min  
Width

Max  
Width

Max  
Drop

Max  
M2

R55-53 Heavy Duty Electric 230v AC 570 3450 3450 9.0

R55-70 Heavy Duty Electric 230v AC 570 4700 5750 10.0


